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ONE PIECE TOILET INSTALLATION MANUAL MS855D
1. Kiém tra kich thwéc 14p dat. 2. Kiém tra b& mat 6ng thai/ Checking top surface of the outlet pipe. 3. LAy d4u 16 ¢b dinh bich néi san.
Checking the installation dimensions. Ong thai chi dwoc cao hon 1mm hoéc thdp hon 2mm so véi mét Marking the fixed holes of the floor flange.
san/ The outlet pipe is only allowed taller Tmm or lower 2mm than the

L6 cAp nwéc floor.

Wall . .
M3t san hoan thién Ong thai @110 Téi da 1mm

Finished floor Mat san hoan thién Outlet pipe @110 Maximum 1mm
Ong thai @110 Finished floor i
Outlet pipe @110

Gach lat nén
Flooring tile
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Ong thai @110 Téi da 2mm
Outlet pipe @110 Maximum 2mm
/ (eimum Zmm
}
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Chu y: Trwdng hop khi cat gach khong lam kin khit xung quanh 4
6ng thai thi phai lam phang véi vira va cao bang mat san hoan “h— 4
thién. Vira phai khé méi dwoc tién hanh cac bwéc tiép theo. Cha y: Néu khong lam ding theo y&u cau, c6 thé gay mui khi st
Note: If the flooring tile does not fit tightly around the outlet dung.
pipe, it must be leveled that area by the mortar so that same as Note: Be sure that making right, otherwise it may cause of the
the finished floor. Let wait the mortar dry, then doing next steps. smell nasty.
4. Khoan 18. 5. B6i si-li-con vao phan ranh & méat dwéi bich ni san. 6. Lap cb dinh bich néi san.
Drill the fixed holes. Néu khéng co thé gay mui héi khi st dung. Install the floor flange.

Paste silicone to the groove on the underside of the floor flange.
Otherwise may cause of the smell nasty.

Silicone

V6i treéng hop dng thai thdp hon mét san, phai bai si-li-cén vao
6ng thai.
If the outlet pipe is lower than the floor surface, you must apply

silicone to the outlet pipe.
Si-li-con
Silicone

Chu y: Lam sach san sau khi khoan.
Note: Clean the floor after drill.
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7. L&p giodng cao su non, van dirng.
Install the P-seal, stop valve as below.

Gioang cao su non

Chuay:
- Phai lap giodng cao su non néu khdng cé thé gay ra ro nwéc.

- Lam sach dwong dng cp nwéc trwdre khi lap van dirng.

- Déi véi phu kién sé (1, 2, 3) néu khach hang khéng mua kém. Xin vui
léng chuén bij trwéc khi lap dat.

Note:

- You must use P-seal to seal, otherwise water leak happens.

- Clean the water supply hose before installing the stop valve.

- With (1, 2, 3) parts, if you do not buy together with toilet bowl. Please
prepare before the installtion.

8. Lap day cap nwéc vao van cép.
Connect the water supply hose to fill valve.

Chu y: Khéng siét dai 6¢c qua chit, néu khong cé thé lam xoay
van cap dan dén ro nwéc

Note: Do not swirl the nut too tightly, otherwise the fill valve
may be swirled that water leak happens

9. LAp dat ban ciu xubng san.
Install the toilet onto the floor.

Ma chup

Nut
Long den !
Washer @

Dé miichup

Cover base

10. L&p bé ngdi va nép day/ Install the seat & cover.
Chi tiét xem hwéng dan I3p dat di kém bé ngdi va nép day.
Refer installation manual attached to seat & cover.

11. L&p day cAp nuwéc véi van dirng.
Connect the water supply hose to the stop valve.

12. Lam kin bé mat 4p san béng si-li-con.
Seal the gap betwen leg and floor by silicone.

Si-li-con
Silicone
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