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Chậu rửa

3 4

L521

LW501J / CJ

2. C

ut out the counter table opening carefully by follow

ing the cutout line.

cutout line to counter top.

1. Place the tem

plate over the countertop with adhesive tape or otherwise transfer 

Installation Instructions :

3. Low

er the lavatory into opening.

S

eal the space betw

een bow

l and counter top w

ith a flexible w

aterproof sealant.
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Chậu rửa

LW851J / CJ

L568

TOTO

Bàn đá

Băng dính
Mẫu cắt

LW781J / CJ

L522

LW530J

LW565

LW861J / CJ

LW899J / CJ

LW986

Chú ý: “B n v  l p đ t ch  có m c đích như m t b n gi i thi u. Vui lòng h i ý ki n nhà th u h  th ng đư ng ng nư c đ a phương c a b n đ  b  trí t t nh t cho phòng t m nhà b n. Nhà s n xu t và ngư i bán hàng s  không ch u trách nhi m v  các s n ph m đã l p đ t.

HƯỚNG DẪN LẮP ĐẶT CHẬU RỬA DƯƠNG VÀNH 
LW501J/CJ, L521, L522, LW530J, LW565, LW568, LW851J/CJ, LW861J/CJ, LW781J/CJ, LW899J/CJ, LW986.
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