TOTO

SPECIFICATIONS
TIEU CHUAN KY THUAT

Wall Hung Urinal (Back inlet type)

Tiéu nam treo twong
(Bworng cap nwéc phia sau)
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UT904HN

Gea tures
Pdc diém
@ Stain Resistant,

Easy-to-clean Surface with CEFIONTECT Technology
Men chéng bam ban CeFiontech siéu viét, dé dang vé sinh

@ Compact design with privacy shield

Thiét ké nhd gon, tién dung vdi vach ngén tao khéng gian riéng tu

@ Powerful washdown flushing action Integral trap
Ché db xa trai déu manh mé

@ Compatible with sensor flush valve

Hé théng thoét thai Siphon tich hop
Tuong thich vdi van cam ung

epecifications
Tiéu chudn ky thuat

Minimum water consumption 2.0 (L)
Lugng nudc téi thiéu:
Position of inletl hole: Back inlet

L6 cép sau
L346 x W260 x H690 (mm)

Vi tri 16 cdp nudc:
Product dimension:
Kich thudc sén phdm
Material:

Va4t liéu:

Vitreous china
S vé sinh

Qarts description
Danh muc phu kién

@ Urinal/Than tiéu U904HN
Urinal body: UW904HSV
Thén su
Wall flange: VM3D006Y
Bich néi tudng
Hanger: TO9RA
Mdc treo
Flexible hose : 260033-2
D&y cép

Gol ors

by <
Mau sac

White (cefiontect)/ Trdng (cefiontect)

Optional/ Tay chon

Van xa/ Flush valves (A)

TS445V2ACPK, TS445DCPK
DUE115UPEV1

DUE115UPKV1 695
DUE115UPE
DUE115UPK

Notice: Ensure that (A) dimension is extract when setting flush valve.
Cha y: D& I4p d3t van xa, phai dam bao kich thudc (A) nhu bang trén.

All rights reserved by TOTO company. Specifications and sizes are subject to change without notice.
Ban quyén thudc cdng ty TOTO. Thong s ky thuat va kich thudc c6 thé dugc thay d6i ma khéng bao trudc.



